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FCC COMPLIANCE STATEMENT 



This equipment has been tested and found to comply with the limits for a Class B 
digital device, pursuant to part 15 of the FCC Rules. These limits are designed to 
provide reasonable protection against harmful interference in a residential installation. 
This equipment generates, uses and can radiate radio frequency energy and, if not 
installed and used in accordance with the instructions, may cause harmful interference 
to radio communications. However, there is no guarantee that interference will not 
occur in a particular installation. If this equipment does cause harmful interference to 
radio or television reception, which can be determined by turning the equipment off 
and on, the user is encouraged to try to correct the interference by one or more of the 
following measures: 

• Reorient or relocate the receiving antenna. 

• Increase the separation between the equipment and receiver. 

• Connect the equipment into an outlet on a circuit different from that to which the 
receiver is connected. 

• Consult the dealer or an experienced radio/TV technician for help. 



Windows 95/98/Me 

1. When installing this card on Windows 95/98/ME, you will need to run the setup 
utility BEFORE you install the card. Browse to the "Win9X" or "WinME" folder on 
your driver disk and double-click the Setup icon. 

2. When the system is done copying the necessary files from the driver disk, you will be 
prompted to shut down your computer. Click OK to shut your system down and 
install the card as instructed in Installing the Card on page 3. 

3. When you boot up your system after installing the card, Windows will automatically 
detect the new hardware. Choose No when Windows prompts you to shut down 
your computer, and continue clicking No to any prompts that follow. 

4. When the installation is complete, do a manual restart of your computer to complete 
the installation. 
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Introduction 



Thank you for purchasing a StarTech.com PCI Ultra ATA/ 100 Drive controller card. This 
multi-purpose card can act as a primary boot device, replace built-in IDE ports, or 
simply provide two additional 100 Mbps high-speed channels that can connect a total of 
four drives to your system. While ideal with high-speed IDE/100 drives, this card also 
supports older 66 or 33 Mbps hard drives, CD-ROM or CD R-W drives and other ATA 
peripherals. 



Features 

• Supports up to 100 Mbps burst data transfer from Ultra ATA/100 drives 

• Dual IDE channels support up to four drives 

• Works with or replaces existing IDE drives 

• Verifies data integrity through CRC error checking 

• Works with hard drives, CD-ROMs, CD R-Ws, DVD-ROMs, Zip drives and other 
ATA peripherals 

• Includes a dual-drive 80 conductor Ultra ATA/100 IDE cable 

• Backed by StarTech.com's lifetime warranty 



Before You Begin 

To ensure a quick and easy card installation, please read through this section carefully 
before attempting to install the card. 

System Requirements 

• An IBM PC or compatible 486 or Pentium-class computer running DOS, Windows 
3.1/95/98/Me/2000/XP, or NT 4.0 

• An open PCI slot 



WARNING! PCI cards, like all computer equipment, can be severely damaged by static 
electricity. Be sure that you are properly grounded before opening your computer case or 
touching your PCI card. StarTech.com recommends that you wear an anti-static strap 
when installing any computer component. If an anti-static strap is unavailable, discharge 
yourself of any static electricity build-up by touching a large grounded metal surface 
(such as the computer case) for several seconds. Also be careful to handle the PCI card 
by its edges and not the gold connectors. 



